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160 ppm/High-speed Inkjet Printer/A3/Ledger



Engineered to empower your business with high volume, 
reliable and quality output.
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Large-capacity Trays
By loading the same-size paper into three feed trays and 
one standard tray, over 2,500 sheets*2 can be fed into the 
printer, and paper can be replenished without halting the 
print job. Various sizes of paper can also be loaded.

A3 full-size Printing
The ComColor GD series accommodates paper sizes 
ranging up to 340 mm x 550 mm*3. The maximum print 
area exceeds A3/Ledger size, at 314 mm x 548 mm.

Cards, Envelopes and other Paper Types
Inkjet printers require no heat when printing, which 
prevents paper curling and reduces paper jams. Smooth 
feeding of cards, envelopes and more is possible using 
the standard tray.

High-volume Ink Cartridges
Each high-volume color ink cartridge holds 1,000 ml of 
ink. One cartridge can be relied upon for printing a large 
quantity of copies without requiring replacement.

*1 A4 long-edge feed, simplex, continuous printing in standard density setting, based on office color printers 
    using cut sheet commercially available as of February 2016 (Source: RISO data).
*2 When using plain paper or recycled paper (85 gsm (23-lb bond)).
*3 When the standard tray is used.

The FORCEJET Advantage
RISO’s high-speed inkjet technology, 
FORCEJET, consists of wide, color, in-line inkjet 
print heads arranged in parallel for single-pass 
printing of black, cyan, magenta, yellow and 
gray on A3/Ledger short-edge feed paper. Fast 
printing functionality combined with a rapid and 
stable paper supply results in a print speed of 
160 pages per minute for A4 long-edge feed, in 
simplex literally the fastest*1 in the world.

Stabilized Paper Feed
A straight-path feeding system feeds paper 
horizontally to enable high-speed printing with 
minimal print offset. FORCEJET technology 
ensures optimal paper feed speed that is 
matched to the amount of ink being sprayed 
from the ink heads.

High-speed Printing Ink
Special quick-drying, oil-based pigment ink 
developed exclusively for the ComColor GD series 
prevents reverse-side staining of printed paper 
as well as cockling, to allow for unprecedented 
high-speed duplex inkjet printing. The ink is also 
resistant to degradation from light and water.

1 2

Designed for Speed, Stabil i ty and 
High-volume Production Print Jobs
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160 pages
1 MINUTE

Higher Productivity, 
Higher Quality
Regardless of the number and types 
of images or volume of text, full-color 
images remain true to the original. For 
text-intensive documents, words remain 
crisp and easy to read. 
Super High-speed Printing
Single-pass full-color printing of up to 
160 A4 long-edge feed color pages 
per minute with fast-drying oil-based 
pigment ink is possible through a unique 
print engine configured with static in-
line inkjet heads arranged in parallel. 
Transactional prints, transpromotional 
materials, invoices, and other routine 
business documents are also fast.

Controlled Quality Output
High-precision paper-feed control 
enables printing at the same speed for 
both simplex and duplex documents 
to boost productivity. The responsive 
first print time of only five seconds 
means less waiting for high-volume 
print jobs.
Faster Scanning and Copying 
(Optional)
A one-pass duplex scanner improves 
scanning or copying, boasting a 
simplex/duplex scanning speed of 100 
pages per minute and copying speed 
of 70 pages per minute. User name is 
automatically added to the document 
name, and each page of scanned 
data can be saved as individual 
PDFs. Features like ZIP compression 
and saving in PDF/A format are also 
available. 

Record-breaking Speeds at 160 ppm,  
Literal ly the Fastest in the Industry

Number of prints in five minutes

5
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printer
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ComColor GD

40 ppm 
photocopier



Small Footprint, Big Output
The ComColor GD series, which 
features a small footprint that makes 
it the ideal choice for all types of work 
environments, ensures high levels of 
productivity. Exceptional reliability in 
the face of consistent high-volume print 
jobs meets the specified demands of 
production and transactional printing 
industries. Newly-developed diamond-
coated rollers supported by ball 
bearings, as well as other redesigned 
components, improve durability over the 
lifespan of the printer.

Built from the Ground up for 
the Demands of High-volume Printing

OF PRINTOUTS
MILLIONS

…Diamond-coated roller

Upper transfer roller

Switchback roller

Re-feed roller

Transfer belt roller

Sample image of "Upper Paper Transfer"
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Built-in Quality and Flexibility, 
and Enhanced Color Reproduction Features



Enriched Color Images
Newly-developed magenta ink 
significantly improves full-color image 
quality by expanding the color gamut.

Optimized Gradations
The fifth color, gray ink in combination 
with black ink, is applied for higher 
quality gradations, which contributes 
to denser blacks, suppression of 
roughness, and improved color 
reproduction and stability.
Denser Blacks
Use of a special gray ink in combination 
with black ink diminishes light reflection 
on the paper to result in a denser black 
saturation on the page. 

Roughness Suppression
For color printing, application of the 
gray ink in addition to CMY inks reduces 
graininess for smoother results.

Improved Color Reproduction
For color printing, application of the 
gray ink in addition to CMY inks, colors 
are accurately reproduced with finer 
gradation, for richer colors on the page.
Improved Color Stability
For printing of gray areas, application 
of the gray ink in addition to CMYK 
inks result in more stabilized grays, 
reducing the instability of dot 
alignment of color registration.

Taking Quality to a Higher Level
The ComColor GD series is engineered 
with features that ensure stable output 
quality for consistent printing results at 
high speed, including a Piezo system 
that regulates ink amount. Black image 
quality has been improved by installing 
a newly-developed print head and black 
ink. Additional inks enrich the look 
of images and enhance overall color 
quality.

This unique RISO technology and 
approach to the printing process brings 
the added benefits of a low total cost 
of ownership when compared with 
toner technology, and greater control 
over cost management. It also enables 
practical migration away from simply 
highlight color or mono production 
to a cut sheet white paper solution. 
This provides genuine added value, 
as it eliminates the need to hold large 
volumes of pre-printed stock and opens 
up possibilities for a leap forward in 
color printing.

Consistent Output Quality
The ComColor GD series offers higher 
image quality and consistent printing 
results through RISO inkjet technology 
that features a Piezo system, which 
ensures stable output by controlling and 
regulating the amount of ink deposited 
on the paper. 

Best Black Density
A newly-developed 600 dpi print 
head for black with special black ink 
supported by gray as a fifth ink delivers 
top quality, 10% higher black density 
than ever.

Without gray ink With gray ink
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Cyan

New magenta ink

ComColor GD [High Chromogenic] mode
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Easy Operation via
the Intuitive Operation Panel

TOUCH!!



Shortcut Icons
Up to nine shortcuts of [Favorites] can 
be registered on the [Home 2] screen.

Scanning Preview
The image can be checked before 
saving scanned data. 
Additional Copy
Same as for printing out, copy data 
remains in the ComColor GD series, so 
additional copies can be made without 
reloading using originals*.
* Setting by Administrator required.

Custom Paper Entry
By feeding the paper into the ComColor 
GD series, paper size can be measured 
automatically for custom paper 
registrations. 

Multi-part Paper Printing
Print same original data on paper set 
at multiple feeding trays as if printing 
carbonless multi-part business forms.
Page Border
A function that lets a border be added 
automatically to enhance the look of 
posters and handbills.

[ Home 1 ] screen

Scroll mark
Leading to
[Home 2] screen

[ Home 2 ] screen 

Multiple Network Segments
Two LAN ports* can be set up 
separately from the segment 
network, making printing possible 
from an internal or other network, to 
accommodate guests using tablet 
computers.
*[LAN1] cannot be selected when using the optional print

  controller.

Scan-to-Mail (START TLS support)
START TLS is added for encryption 
setting to support Office365 mail server 
in e-mail setting.

Acquire LDAP Mail Address
Connecting to an internal directory 
with LDAP authentication ensures 
quick configuration for a large number 
of users. On login, the user’s mail
address is automatically retrieved, 
saving a setup step. 
Address Book
Increased functionality and operability 
lets individual users add and select 
up to 30 addresses, or add up to 
300 common addresses that can be 
accessed by all co-workers.

Color LCD Panel
The operation panel is a nine-inch color 
LCD touch screen for direct operation 
by touching functions and swiping 
screens.

Tilt Positioning
A quick tilt of the screen makes for 
optimal viewing and convenient 
operation by anyone at any time.

Multiple Menus Provide Quick 
Access to a Variety of Tasks
Favorites / Edit Button Order
Users can pre-set favorite settings, 
which can be accessed from any mode. 
Setting details can be confirmed via the 
displayed icons. Order of functions can 
be changed at will.
View Selection
In addition to a list, a thumbnail view 
can be accessed in order to check 
images on the screen.

[ Home 1 ] screen

Main menu area 

Status bar
 

Sub menu area
 

Displays main menu

Displays sub menu

Displays user name and 
machine condition
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An international program that promotes energy saving in office machines, this 
program sets standards in terms of the power consumption of office machines in 
operation, sleep and off modes.

ENERGY STAR® PROGRAM

A European Union directive on the restriction of the use of certain hazardous 
substances in electrical and electronic equipment.

RoHS DIRECTIVE

Registration, Evaluation, Authorisation and Restriction of Chemical Substances 
(REACH) is a European Community regulation on chemicals and their safe use.

REACH REGULATION

A European Community directive that requires eco design be employed for 
energy-related products.

ErP DIRECTIVE

*Modes vary according to region.

ECO-PROVEN PERFORMANCE WORLDWIDE



Specifications
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Print Resolution Standard/High Chromogenic   Black: 600 dpi (main scanning direction) × 600 dpi (sub-scanning direction)
Cyan, Magenta, Yellow, Gray: 300 dpi (main scanning direction) × 300 dpi (sub-scanning direction) 

Fine                                       Black: 600 dpi (main scanning direction) × 600 dpi (sub-scanning direction)
Cyan, Magenta, Yellow, Gray: 300 dpi (main scanning direction) × 600 dpi (sub-scanning direction)

Number of Gray Levels Black: 4 gray levels
Cyan, Magenta, Yellow, Gray: 12 gray levels

Data Processing Resolution Standard/High Chromogenic    Black: 600 dpi × 600 dpi
 Cyan, Magenta, Yellow, Gray: 300 dpi × 300 dpi

Fine  Black: 600 dpi × 600 dpi
 Cyan, Magenta, Yellow, Gray: 300 dpi × 600 dpi

Line Smoothing  600 dpi × 600 dpi
))Fº 4.37( Cº 32 fo erutarepmet moor ta( ssel ro .ces 03 .nim 2emiT pu-mraW

First Print Time *1 5 sec. or less (A4 long-edge feed)
First Copy Time *1 7 sec. or less (A4 long-edge feed)
Continuous Print Speed *2*3 A4 long-edge feed Simplex: 160 ppm   Duplex: 80 sheets/minute (160 ppm)

Letter long-edge feed Simplex: 160 ppm   Duplex: 80 sheets/minute (160 ppm)
A4 short-edge feed Simplex: 120 ppm   Duplex: 60 sheets/minute (120 ppm)
Letter short-edge feed Simplex: 120 ppm   Duplex: 60 sheets/minute (120 ppm)
B4 (JIS) short-edge feed Simplex: 102 ppm   Duplex: 44 sheets/minute (88 ppm)
Legal short-edge feed Simplex: 104 ppm   Duplex: 44 sheets/minute (88 ppm)
A3 short-edge feed Simplex: 88 ppm     Duplex: 42 sheets/minute (84 ppm)
Ledger short-edge feed Simplex: 86 ppm     Duplex: 42 sheets/minute (84 ppm) 

Paper Size Standard Tray Maximum: 340 mm × 550 mm (13 3/8" × 21 5/8")
Minimum: 90 mm × 148 mm (3 9/16" × 5 27/32")

Feed Tray Maximum: 297 mm × 432 mm (11 11/16" × 17")
Minimum: 182 mm × 182 mm (7 3/16" × 7 3/16")

)"23/91 12 × "8/3 21( mm 845 × mm 413aerA elbatnirP
Guaranteed Print Area *4 Standard: Margin width of 3 mm (1/8")

Maximum: Margin width of 1 mm (3/64")
Paper Weight Standard Tray 46 gsm to 210 gsm (12-lb bond to 56-lb bond)

Feed Tray 52 gsm to 104 gsm (14-lb bond to 28-lb bond)
Paper Tray Capacity Standard Tray Height up to 110 mm (4 5/16")

Feed Tray Height up to 56 mm (2 3/16") (×3 trays)
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Supported Operating Systems Standard Microsoft®: Windows Vista® (32-bit/64-bit), Windows® 7 (32-bit/64-bit), Windows® 8.1 (32-bit/64-bit), Windows® 10 (32-bit/64-bit),
Windows Server® 2008 (32-bit/64-bit), Windows Server® 2008 R2 (64-bit), Windows Server® 2012 (64-bit), Windows Server® 2012 R2 (64-bit), Windows Server® 2016 (64-bit)

Optional *5 Mac: Mac OS v10.8(Mountain Lion), v10.9(Mavericks), v10.10(Yosemite), v10.11(El Capitan), v10.12(Sierra)
Linux (compatible with PPD only)

)hc2( T-ESAB01 ,XT-ESAB001 ,T-ESAB0001 tenrehtEecafretnI krowteN
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Hard Disk *6 Capacity 500 GB
Available Space Approx. 430 GB

xuniLmetsyS gnitarepO
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Power Consumption Max. 1,200 W
Ready *7: 150 W or less
Sleep *8: 4 W or less
Stand-by: 0.5 W or less

deeps tnirp mumixam eht ta )xelpmiS( deef egde-gnol 4A )A( Bd 66 .xaMesioN gnitarepO
Operating Environment Temperature: 15 ºC to 30 ºC (59 ºF to 86 ºF)

Humidity: 40% to 70% RH (non-condensing)
Dimensions (W × D × H) In use: 1,220 mm × 725 mm × 1,160 mm (48 1/32" × 28 17/32" × 45 21/32")

With cover and tray closed: 1,160 mm × 705 mm × 1,015 mm (45 21/32" × 27 3/4" × 39 15/16")
Required Space (W × D × H) *9 1,220 mm × 1,240 mm × 1,160 mm (48 1/32" × 48 13/16" × 45 21/32")

)bl 683( gk 571 .xorppA thgieW
2 eerged noitullop ,roodnI ,tnailpmoc 1-05906CEInoitamrofnI ytefaS  *10, At altitudes of 2,000 m or lower

, , ComColor, ComColorExpress and FORCEJET are trademarks or registered trademarks of RISO KAGAKU 
CORPORATION. EFI, Fiery, Fiery Driven and Command WorkStation are trademarks of Electronics For Imaging, Inc. and/or its 
wholly owned subsidiaries in the United States and/or certain other countries. Adobe, Adobe PDF and PostScript are either 
registered trademarks or trademarks of Adobe Systems Incorporated in the United States and/or other countries. Mac and 
Mac OS are trademarks of Apple Inc. Microsoft, Windows, Excel, PowerPoint, Word, Windows Server and Windows Vista 
are either registered trademarks or trademarks of Microsoft Corporation in the United States and/or other countries. Intel and 
Celeron are trademarks of Intel Corporation in the U.S. and/or other countries. Other corporate names and/or trademarks are 
either registered trademarks or trademarks of each company, respectively.

[Front] [Side]

1,160 mm
(45 21/32")

1,220 mm (48 1/32")
725 mm (28 17/32")

1,240 mm (48 13/16") 100 mm
(3 15/16")

*1 Within 10 minutes after the last print job 
*2 When using plain paper and recycled paper (85 gsm (23-lb bond)), and standard density setting. 

Chart used: Print measurement pattern [Color measurement sample 2 (JEITA standard pattern J6)] 
*3 The continuous print speed varies depending on the type of optional output equipment connected.
*4 The margin when printing envelopes is 10 mm (3/8"). 

 The guaranteed area when printing images is the area enclosed within 3 mm (1/8") of the edges of the paper.
*5 Optional PS kit is required.

*6 One gigabyte (GB) is calculated as 1 billion bytes.
*7 Without printing and temperature adjustment operation.
*8 When setting [Power Consumption (in Sleep)] to [Low]

  *9 With the front cover open and the operation panel in the upright position
*10 The pollution degree of the usage environment due to dirt and dust in the air. 
      Degree "2" corresponds to a general indoor environment.

Consumables
ComColor GD Ink Cartridges

Colors: Black Cyan Magenta Yellow Gray 
NET 1,000 ml

Dimensions

Specifications are subject to change without notice.

RISO DETAKO CORPORATION 
http://comcolor.net
e-mail: d@detako.com




